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Front view Back view
08 S 30 500 1000 S ?1.5
Materlali Order information
SHELL HousingZinc alloy,Nickel plated RHTAYS3-J09- XX M2 12 S S0 S00 1000 3 210
Insert Housing: PA66+GF 207
Contact' Brass, Silver plated 14 S 30 3500 1000 3 ?1.0
Termination: Solder
Locking: Threaded Coupling J0S: C091 Minlature 16 5 50 500 1000 3 ?1.0
Version: Straight Circular Connector
Matihg lifer 500 cycles XXi Contacts Code 19 5 50 500 1000 3 #1.0
IP rating: IP65 M2:Soldering Connectorss; '
Cable Diameteri®6.0~88.5mm Panel mount,Front lock,Male Pin
Temperature Ranger -25°C~+80°C e4 | S S0 S00 1000 3 #0.5
UNIT A \Y V.AC MQ MQ mm
UNITS:mm |SHEET SIZE: A4|SCALE:——— | DRWN BY PAN Soldering Connectors,Panel mount,Front lock
wNINGBD RHT ELECTRONIC CO,LTD | 0~3  3~18 Mole,F091 Minlature Circular
Y 18~50 20~120 CHK'D BY FENG THIRD ANGLE PROJECTION RHTAYS53-09 M2
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